
A small device that can be mounted to a diver or high value equipment, once a set depth is 
exceeded the system will �re and in�ate a lined buoy to the surface. Designed to assist in 

identifying a lost diver or piece of high value equipment and aid in training scenarios to indicate 
when a diver has dropped below the set depth. Multi-use after reset.

DEPLOYED = FLOAT RELEASED

Mounts to Standard 
Molle Load Carry System

(Clips included)

ARION ASSET RECOVERY



TECHNICAL
Approx. L*H*D: 150 x 115 x 85mm
Approx. weight: 350g
Depth settings: 7 - 50m (Model Dependant) 
Reel lengths: 10 -50m
Co2 cartridge: 16g
Buoy diameter: 350mm

LENGTHS AVAILABLE
ND0003630   (15m)
ND0003631   (50m)

OPTIONAL EXTRA
A water activated �ashing beacon could be �tted to the 
in�ation buoy for night operations. 

Easily attaches to 
divers kit and keeps 
valuable equipment 
safe and recoverable

ASSET RECOVERY
attached to cylinder band

15MTR



ASSET RECOVERY
DEPLOYED
High visibility buoy (optional water activated light)

Con�gurable depth rating (7-50m)

Replaceable 16g CO2 cartridge

High strength Nylon line 

Reel lengths available in 10m-50m

Can be adjusted, alternative lengths available
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HEAD OFFICE
Northern Diver International Ltd

East Quarry, Appley Bridge, Wigan
Lancs, WN6 9AE, UK

MEL SIMM
O�ce: +44 (0) 1257 25 69 36
Mobile: +44(0) 7877 693 876

Email: mel@ndiver.com

NEIL TORDOFF
O�ce: +44 (0) 1257 25 69 49
Mobile: +44(0)7872 061 533

Email: neil@ndiver.com

VISIT
www.ndiver-military.com


